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tubiero ed essere convogliati nella camera di

raccolta dei fumi e quindi al camino.

La caldaia GOPI funziona con qualsiasi
tipo di combustione liquido gassose, purché il
bruciatore abbia il boceaglio lungo.

RENDIMENTO

Costruita in conformita alle leggi antismog,
I'alta turbolenza che si sviluppa all'interno
della massa gassosa favorisce la trasmissione
del calore ¢ la resa di combustione, g3 ottima
nella normali condizioni di impiego.

VOLANO TERMICO

Particolari studi sono stari dedicad ai volani
destinati al vapore ed a quelli destinari al
liquido in mada da poter otrenere un ottimo
volano termico capace di soddisfare per
lunghi periodi, in condizioni di buon
rendimento, punte di maggior richiesta di
vapore,

Sono inoltre adortate particolari tecniche ¢ la
caldaia ¢ collaudara secondo le vigenti norme
LSP.ES.L. (ex. AN.C.C)

A richiesta pud essere dimensionata secondo
normativa TUV,

ASSISTENZA

Ogni richiesta di assistenza viene
tempestivamente soddisfatta da personale
appositamente addestrato, in grado di
effertudre qualsiasi tipo di intervento su tutro
il territorio nazionale ed estero.

The GOPI steam boiler till to 14,7 bar is of the
pressurized combustion monobloc type for
industrial use. It is made according w the most
advanced techniques and is equipped with a large
back-firing furnace, of cylindrical shape closed at
the rear end. Thanks to the pressurization
developed in the combustion chamber the
combustion gases return to the front part,
entering the tube nest to be conveyed into the
smoke chamber and then to the stack.

The GOPI boiler functions with any type of
liquid or gas fuel in burners having a long
nozzle,

EFFICIENCY

Construeted in accordance with antismog laws,
the high msbulence developed inside the paseous
mass aids hear transmission and combustion
which is already excellent even in normal
conditions of use.

HEAT SUPPLY

Special studies have benn dedicated to the
volumes destined to steam and o liquid s0 as 1
obtain an excellent heat supply capable of
satisfying, in conditions of good cfficiency, points
of greater steam need and for long periods.

Special rechniques are also used and the hoiler is
tested according to current LS.P.E.S.L. (ex
AN.C.C.) standards.

On demand, it can be dimensioned according to

the TOV standards.

SERVICE

Every request for service is timely met by specially
trainted staff capable of carrying out any type of
intervention anywhere in the country ot abroad.
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